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The Wilson Refresh™ is the ideal underbench
system for filtered boiling water in the
office or home.

Our Australian designed
and manufactured
system offers you the
following benefits:

Durable Technology

Sleek Modern Design
Filter Change LED Light
Low Cost Maintenance
Auto Sleep Mode
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h™ Benefits of the Refresh Underbench

Instantaneous Hot Water System:

The Wilson Refresh™ is available in:  60-120 cups

699
w » Space-Saving Design

* |nstant Hot Water

1.Boiling & Chilled
2.Boiling only and
3.Chilled only

per hour « Energy Efficiency
» Convenience
The Wilson Refresh™ is capable of 65 cups ; :
g . « Stylish Integration
delivering 90 or 120 cups of boiling o IBedticed Watar Waste
water and a refreshing 65 glasses .
i * Low Maintenance
of chilled water per hour. . Simple Filter Change
per hour
efresh™ - Product Specifications
Boiling/Chilled Boiling/Chilled Boiling/Ambient | Boiling/Ambient Chilled
Model W90/65C W120/65C W90 w120 65C
Cups per hour (boil/chill)* 90/65 120/65 90 Boiling/Ambient 120 Boiling 65 Chilled
Dimensions (Boiler) 300Wx300Dx406H | 300Wx300Dx616H|300Wx300Dx406H| 300Wx300Dx616H 880
Dimensions (Chiller) 315Wx415Dx365H | 315Wx415Dx365H 315Wx415Dx365H
Tray T012 T012 T022 T022 T022
460Wx660Dx50H | 460Wx660Dx50H | 355Wx355Dx50H | 355Wx355Dx50H | 355Wx355Dx50H
Weight (Approx) 30kg 50kg 15kg 20kg 15kg
Min Water Supply Pressure 250kPa 250kPa 250kPa 250kPa 250kPa
Max Water Supply Pressure 1600kPa 1600kPa 1600kPa 1600kPa 1600kPa
Plumbing Connections 15mm BSP male 15mm BSP male 15mm BSP male 15mm BSP male 15mm BSP male
Input Power Boil/Chill (W) 1800W/260W 390W 1800W 2400W 260W
Electrical Connections 2x3pin 10A plug 2x3pin 10A plug 1x3pin 10A plug 1x3pin10A plug 1x3pin 10A plug
Filter BR 540 Yes Yes Yes Yes No
Tap Carafe
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